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Micro-Bubble Cleaning System 
With Ozone Injection 

IMPORTANT – PLEASE READ 
This system is designed for use by professional animal groomers and 
veterinarians only.  These instructions must be followed in order to 
provide the best experience and results to the animal.   
 
DO NOT modify the power cord or remove the GFCI from the 
power cord.  This unit should NOT be used with an extension cord.  It 
is provided with a 9-foot (2.75 meters) with a 120VAC GFCI.  If you 
require a longer cord, please contact the factory.  
This unit has been wet-tested.  Therefore it will contain a small 
amount of water from testing.  This is normal. 
DO NOT immerse the unit in water or aim the nozzle at the unit at any 
time.  Unfortunately we also have to warn you not to direct the nozzle 
toward an animal’s or user’s body orifices. 
Be certain to follow the water connection diagrams in order to assure 
correct operation.    
DO NOT disassemble the Clean Coat unit.  There are no user-
serviceable parts in this unit.  This unit must be factory-repaired only.   
DO NOT add any chemicals or additives to the suction-side of the unit.  
If you choose to use additives, do so in the tub or on the animal.  
Adding anything to the suction side of the unit will VOID the 
warranty since the unit can become clogged and/or damaged.   

This unit is designed and engineered to provide years of trouble-
free operation.  If you have any questions, please contact Dog 
Shammy at (800) 367-0641.   
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INSTALLATION GUIDE 

 
The Dog Shammy Clean Coat System can be installed in a few simple steps using 
the existing shower outlet in a typical animal bathing application.   
REMEMBER that we use only clean water into our system.  This assures that every 
animal you bathe will have fresh clean water.  There is zero water that is 
recirculated on the animal – either the one you are currently bathing or the next 
one.  

1. MOST showers are installed using ½” pipe with a ½” male thread coming out 
of the wall where a showerhead would typically be installed.  If this is the 
case in your salon or washing area, proceed to step 2.  If not, contact us at 
(800) 367-0641 for installation assistance.   See Picture 1.   
    

 
 #1    #2 
 

2. Remove the existing showerhead.   
 

3. Install the supplied brass fitting using the included Teflon tape to assure no 
leaking. Hand-tighten and then another ½ turn with a wrench.  The hose 
thread should be facing down.  See Picture 2. 

 
4.  If you want to continue to use both the showerhead and Clean Coat, you will 

need to purchase an additional part (Delta Chrome Two-way shower 
diverter, Lowes part number 818718).  You can purchase this part from us or 
from a local plumbing store.  Follow the directions on how to install this 
diverter – one side will be your regular showerhead and the other will be the 
Clean Coat connection.  You can only operate one side at a time.

         
#3 Two-Way Shower Diverter       
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5. Most city water pressures are over 60 PSI.  This is an issue with proper 
operation of the Clean Coat unit.  Therefore, we supply a 10-PSI pressure 
regulator fitting.  This fitting is placed on the INLET side of our system – 
ideally at the shower fitting. See the following pictures 4 and 5. Note the 
“FLOW ARROW” on the regulator.  This MUST point to the entrance of the 
Clean Coat unit.   

                 
  #4 pressure regulator            #5 Hose Valve 
 
 

6. Place the Clean Coat unit where it will be out of the way yet accessible while 
you are bathing the animal.   We suggest either a sturdy table or a rolling cart. 
The outside dimensional footprint of the unit is 16” wide x 27” long (38cm x 
69 cm).  (See Harbor Freight Part number 62703 or 92862).  

 
7. Connect the hoses.  The hose from the shower connection goes to the 

“INLET” fitting (LEFT SIDE) on the Clean Coat unit.  Hand-tighten these 
connections.  They have a washer for a secure seal.  The other hose goes from 
the “OUTLET” fitting (RIGHT SIDE) to the nozzle assembly.  Again only hand 
tightening is necessary. 

 
8. Plug the GFCI cord into the nearest outlet.  The unit can be plugged into a 

standard 120VAC outlet.  Amp draw is about 7 amps maximum. 
 

9. You are now ready to proceed to starting up the unit. 
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START UP GUIDE 
 

If you followed all the instructions on Installation, you are now ready for the start up 
of the unit.  
 
The start up is very easy BUT THE FOLLOWING INSTRUCTIONS must be followed 
especially the first time you use the unit.  This is a highly engineered system and 
requires special consideration in order to assure proper operation.   
 
Clean Coat “dissolves” air into the water under extreme pressure.  This is 
accomplished by a stainless steel pump and pressure vessel.  There is a science to 
this and therefore we need to control the amount of air being dissolved.  The special 
nozzle swirls the air out of solution and produces micro bubbles- bubbles so small 
that they can enter the pores of skin and clean out the dirt and excess sebum. 
 
START UP 
 

1. DO NOT turn the unit on yet.  Open both valves on the unit.  The levers 
should be pointing toward the direction of the hoses.   

2. Turn the water on at your bathing tub.  Allow it to run for a few minutes 
through the Clean Coat unit without the pump operating.  This permits the 
trapped air to be purged out of the pump and the pressure vessel.  By doing 
so, we are now able to control how much air we meter into the pump and 
vessel.  Adjust the water temperature just as you normally would. 

3. Once the air is completely purged (this will be a steady stream of water from 
the nozzle), go ahead and turn the unit on.  It is normal for the flow from the 
nozzle to be a medium-pressure stream of water.  The pressure vessel inside 
the unit is capturing the pressure from the pump and compressing air into 
the water.   

4. Turn the adjustment valve on the control panel.  You want to see the little 
ball at about the .03-.04 level.   

5. The vacuum gauge and pressure gauge are mostly for troubleshooting.  The 
vacuum gauge should read from 4-9 inches of HG and the pressure gauge at 
about 43-49 psi. 

6. Proper operation is achieved when the water coming from the nozzle looks 
like milk.  The easiest way to verify this is to have a clear plastic cup and 
stream the water into the cup.   

7. You are now ready to either bathe the animal or shower the animal with 
Clean Coat micro-bubbles.  

8. The following pictures show typical readings on the gauges.   
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       Suction Gauge       Valve  Pressure Gauge 
 
It is common for the gauges to “bounce” a bit.  This is normal for the unit and the 
gauges.  
 
The gauges are there for trouble-shooting and to assure the initial start-up.   The 
suction gauge provides feedback as to proper suction to permit the correct amount 
of air to be introduced and dissolved.  The valve located on the control panel 
controls the amount of air being dissolved.  Too much or too little air and the micro-
bubbles will not form.  
The pressure gauge gives us feedback as to the proper operation of the pump.  It will 
display priming issues as well as other pump concerns. 

This product has been designed and tested to assure years of trouble-free operation.  
Be sure to follow all instructions and direct any additional questions to us directly.  
We will be happy to assist and answer any questions concerning the operation and 
maintenance of our Clean Coat Technology product.   
 
This product is warranted against defects in components including the pump and all 
electrical components for a period of 2 years (24 months).  The unit will be repaired 
or replaced at the sole discretion of Carelli, LLC (manufacturers of Dog Shammy 
Dryers and Wash Systems).   
For warranty service, the unit must be returned, freight prepaid, to our location in 
Kentucky.   
Carelli, LLC (Dog Shammy Dryers and Wash Systems) 
102 Lakeside Court 
Georgetown, KY  40324 USA 
(800) 367-0641 
Direct Engineering Support (502) 316-2348 
sales@dogshammy.com 
www.dogshammy.com 
Skype: carellidesigns 

http://www.dogshammy.com/

